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Richmond
Aircraft Prod ucts
TECHNICAL DATA 8/30/2006
5255 VACUUM VALVE
Three Piece with Fastening Nut
DESCRIPTION:

5255 VACUUM VALVE is manufactured from 6061-T6 aluminum alloy or steel with a M1020 steel knurled fas-

tening nut. The 2-3/4" diameter base has breather channels extended fully to the edge of the base which ensures

good air evacuation. The pressure plate is held in position by a pin which prevents rotation while tightening the

fastening nut.

APPLICATION:

5255 VACUUM VALVE is designed to be used in all application where high pressure and high temperatures up

to 50CF (26GC) will be used.

PHYSICAL PROPERTIES:

&RQQHFWLRQ 6" ,"' ZLWK 6" 137 VWDQGDUG
Alloy: Aluminum or steel base and lock ring with steel lock nut
Gasket: Silicone rubber

Other sizes and special designs can be provided on request.
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NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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