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8825 VACUUM VALVE
Two-Piece Internal Locking

DESCRIPTION:

8825 VACUUM VALVE is a two-piece vacuum valve assembly. This valve is similar to the industry standard

two-piece vacuum valve with an additional feature of a self-positioning threaded locking pin. This feature allows

the locking pin to be tightened in any position on the locking ramp of the valve base. This eliminates any galling of
the base and extends the life of the valve. It also assures maximum sealing of the bagging material. The valve has a
high rise knurled locking ring which keeps the operator's hands and fingers away from the bagging material, reduc-

ing the chance of damage to the bagging material.

APPLICATION:

8825 VACUUM VALVE is ideal for any bagging use up to SB26GC) with any bagging material and resin
system.

PHYSICAL PROPERTIES:
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Alloy: Aluminum or steel
Gasket: Silicone rubber
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NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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