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TECHNICAL DATA 8/30/2006
B 4444
Tight Weave Polyamide Release Fabric
DESCRIPTION:

B 4444is a nylon tight-weave fabric, coated with a proprietary, heat
reacted release ageBt4444release fabric was specifically designed
for use in composite and metal-bond assembly manufacturing.

APPLICATION:

B 4444has excellent drapeability and release capabilities. With the
tight weaveB 4444leaves a smooth finish on processed details.

B 4444is compatible with most epoxy and polyester resin systems.
Testing is advised before using with any phenol containing resin sys-
tem.

PHYSICAL PROPERTIES:

Color: blue/green

Weight: 1.7 oz/yd.2 58 g/mz
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Maximum use temperature: 400°F 205°C
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This product is available in narrow roll widths by Hot Knife Slitting to eliminate edge fraying.

NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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