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TECHNICAL DATA 8/30/2006
E 3760 RELEASE FILM

Clear Translucent and White Modified Halohydrocarbon
Polymer Release Films, Plain and Perforated

DESCRIPTION:

E3760is a clear translucent, or white colored release film suitable for
use with all commonly used resin systems up t¢BQ@R0£C).

APPLICATION:

E3760is an excellent release film for mild contour and flat parts as the
hand of this film allows for flat lay out and smooth with little wrin-

kling issues as experienced with other more pliable release films.
E3760is an economical alternative to our higher elongation, higher
temperature release films, for these applications.

E3760is available non-perforated or in perforations shown in Table |
in this section of our catalog.

MECHANICAL PROPERTIES TYPICAL VALUES

Tensile strength: > 10,000 PSI 703 kg/cm?
Elongation: > 200%

Yield: 139 ftz/Ib/mil 28.38m?/kg/25u
THERMAL PROPERTIES °F °C

Maximum use temperature: 400 205

E3760clear or white is available in standard roll sizes at:

1 [ 1 PP [ P P
o [ 1 PP [ P P
o [ 1 PP [ P P
o [ 1 PP [ P P
1 [ 1 PP [ P

NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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