
TECHNICAL DATA 8/30/2006 

13503 Pumice Street, Norwalk, California 90650 · TEL 562-404-2440 · FAX 562-404-9011 

-38-

NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING 
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL, 
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY 
�7�2�� �8�6�(�� �7�+�(�6�(�� �0�$�7�(�5�,�$�/�6���� �7�+�(�6�(�� �0�$�7�(�5�,�$�/�6�� �$�5�(�� �3�5�2�9�,�'�(�'�� �³�$�6�� �,�6�´�� �:�,�7�+�2�8�7���:�$�5�5�$�1�7�<�� �2�)�� �$�1�<�� �.�,�1�'���� �(�,�7�+�(�5�� �(�;�3�5�(�6�6�(�'�� �2�5���,�0�3�/�,�(�'���� �,�1�&�/�8�'�,NG, 
BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. 

High Temperature Pressure Sensitive Silicone Adhesive 
Polyester Tape 

FLASHTAPE 2 is a multipurpose .002" thick, blue translucent poly-
ester film with a .0015" thick fully cured high temperature silicone 
adhesive. 

FLASHTAPE 2 is designed for use in areas where a thicker, stronger 
flashtape is required. Like our FLASHTAPE 1, it will release cleanly 
from most surfaces, with no residue. FLASHTAPE 2 cuts labor costs 
by allowing easier removal of excess resin and adhesive flash from 
metal and composite details. It is highly recommended for long term 
temperature exposure over 350F (177C).

PHYSICAL PROPERTIES: 
Backing: Polyester 
Color: Blue, translucent 
Adhesive: Fully cured silicone 
Thickness: Film: .002" (.051mm) Adhesive: .0015" (.038mm) 

MECHANICAL PROPERTIES: 
Tensile:  50 lbs./in. width 23 kg/25.4mm width 
Adhesion to steel: 35 oz./in. width .99 kg/25.4mm width 
Stretch at break: 100 % 

THERMAL PROPERTIES: 
Maximum use temperature: 400°F 204°C 

Flashtape 2 is available in standard roll sizes at: 
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Other sizes may be available as special order. 

FLASHTAPE 2 

DESCRIPTION:

APPLICATION: 


