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RC 3000-NB
Stretchable High Temperature/High Pressure Synthetic Felt Breather

DESCRIPTION:

RC 3000-NBis a Nylon 66, non-woven felt with the capability of op-
erating as a breather at temperatures up to 450°F (2822G3000-

NB is available in 6, 10 and 13 o0z./yd? for withstanding pressures to
over 200 psi (13.8 bars).

APPLICATION:

The high softening point of tHeC 3000-NBfiber allows the material

to be used at operating temperatures up to 450°F (232°C) without trap-
ping off air flow and helps resists compression and heat set as experi-
enced by other lower temperature resistant fibers.

RC 3000-NBis non-toxic, non-corrosive, non-dusting and non-
allergenic.

RC 3000-NBis not a release fabric. When used in conjunction with
adhesives or prepregs, we recommend use of a
release film be used against the detail being cured.

SPECIFICATIONS:

Maximum use temperature: 450°F 232°C

Melt Point: 500° 260°C

Weight: RC 3000-6NB 6 + .6 0z.lyd? 225 + 22 gms./m?
RC 3000-10NB 10 + 1 oz./yd? 339 + 34 gms./m?
RC 3000-13NB 13 +1.3 0z./yd? 369 + 36 gms/m?

Standard roll size: RC 3000-6NB 60" x 100 yards/roll 1.52m x 91.4m
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RC 3000-NBis available up to 120" (3.05m) on special order.
Custom slitting is also available

NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING
METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,
OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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