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NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING 
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�7�2�� �8�6�(�� �7�+�(�6�(�� �0�$�7�(�5�,�$�/�6���� �7�+�(�6�(�� �0�$�7�(�5�,�$�/�6�� �$�5�(�� �3�5�2�9�,�'�(�'�� �³�$�6�� �,�6�´�� �:�,�7�+�2�8�7���:�$�5�5�$�1�7�<�� �2�)�� �$�1�<�� �.�,�1�'���� �(�,�7�+�(�5�� �(�;�3�5�(�6�6�(�'�� �2�5���,�0�3�/�,�(�'���� �,�1�&�/�8�'�,NG, 
BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. 

Silicone Rubber Resin Dam 

PHYSICAL PROPERTIES: 
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Durometer: 50 + 5 "Shore D" 
Color: Red 
Maximum use temperature: 550°F 288°C 

RICHDAM SE 

RICHDAM SE  is a fully-cured silicone rubber damming material with a fully cured silicone adhesive backing. 

DESCRIPTION:

RICHDAM SE  controls the outward resin flow from a composite lay up or metal bond assembly. It also prevents 
the resin from flowing into vacuum valves potentially causing failure of the vacuum system. RICHDAM SE  can 
be used with all resin, adhesive and prepreg systems for control of resin flow up to 550F (287C). Being fully 
cured silicone, RICHDAM SE  removes easily for the finished part. 

APPLICATION: 


