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VAC-GAUGE 10
Vacuum Monitoring Gauge
DESCRIPTION:

Vac-Gauge 10s a glycerin filled, shock resistant vacuum monitoring gauge with a black rubber protective collar.
Reads vacuum pressure in US meastie@WV LQ 3+J° DQG PHWULF LQ 3EDU’

APPLICATION:

Vac-Gauge 10s recommended for use in vacuum bag leak checking operations to verify vacuum system integrity.
TheVac-Gauge 10 FRPHY ZLWK D 6° 137 EDVH PRXQW FRQQHRWtk Bisggot¥ KDW LV FRF
nect Couplingsfor easy attachment and removal from the vacuum sovdiameGauge 10s not recommended for

use in environments over 150°F (66°C).

PHYSICAL PROPERTIES
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Color: black rubber protective collar

White face with black US scale and red metric scale

NOTE: DATA PROVIDED IS FOR INFORMATION ONLY AND DOES NOT CONSTITUTE ANY WARRANTY FOR THE PRODUCT. AS THE CONDITIONS AND VARYING

METHODS OF USE ARE BEYOND OUR CONTROL, RICHMOND AIRCRAFT PRODUCTS, INC. SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL,

OR CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS, WHICH MAY RESULT FROM THE USE, OR INABILITY
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BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
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